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Confirmation for Suffix Definition 
 
 
Herewith we confirm the definition of the suffixes (610) and (335) for our relays. 
 
(610) the relay is conform to EN 60335-1 
 The conformity is proven by one of the two glow wire tests, 

 

either 

GWFI = acc. EN 60695-2-12; VDE 0471-2-12:2011-10:2011-10 plus 

GWIT = acc. EN 60695-2-13; VDE 0471-2-13:2011-10:2011-10 

Test is being conducted on plastic specimens. VDE certificate appendix 300B 

 

or 

GWFI = acc. DIN EN 60695-2-12; VDE 0471-2-12:2011-10:2011-10 plus 

GWT = acc. DIN EN 60695-2-11; VDE 0471-2-11:2001-11:2001-11  

Test is being conducted on the actual relay. VDE certificate appendix 300B + 300C. 

 

 

 

 

(335) the relay is conform to EN 60335-1 
The conformity is proven by the following glow wire tests 

 
GWFI = acc. DIN EN 60695-2-12; VDE 0471-2-12:2011-10:2011-10 plus 

GWT = acc. DIN EN 60695-2-11; VDE 0471-2-11:2001-11:2001-11  

Test is being conducted on the actual relay. VDE certificate appendix 300B + 300C 

 

 

 

All plastic materials listed and certified under the corresponding VDE appendixes can be used 

optionally. 
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